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Dated: m Of , 2022

Circular No. BDD /7'/ 2022

$UbiSf!! Rentals of the Designated Tandoor Points for halls 2 to 5 in the Ieee Complex
for the events at Pragati Maiden, New Delhi

In respect of all the events scheduled to be held in Pragati Maiden, in addition to the
four Horseshoe Structures (Kitchen and F&B area) having two parts each, in front of new halls 2
to 5 on ground floor in the IPCC Complex, each part of which is charged at Rs.33.000/- per day
(PNG and additional electricity charges extra), 4 tandoor points have been designated as
mentioned below with their charges and conditions of requisition (including charges of delayed /
non-intimation) being that of the open (covered) area of the relevant season:

a. Tandoor Point-2 (behind Hall-2): 9 sq m

b. Tandoor Point-3 (behind Hall-3): 9 sq m

c. Tandoor Point-4 (behind Hall-4): 9 sq m

d. Tandoor Point-5 (behind Hall-5): 12 sq m
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The layout of these areas is also enclosed.

Further. the architectural, fire safety and F&B norms of ITPO willbe applicable.

This issues with the approval of the Competent Authority

(Bimal Kumi#yk2lfly)?lb
General Manager
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All Third - Party Organizers
GM(Works/ Engineering Division)
GM(BbD-Fs-n) / GM(F&B)
GM(FS-l)
GM(Law) / CS
GM(Security)
OSD(Admin)
HOD(Architecture Division)
HOD(Finance t)ivision)
Xll officers and officials of BDb
Web Update & Online Portal team for necessary action

Copy for information to
1. PS to CMb
2. PS to Eb
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.2m) (COMPULSORY ACCESS)

TEMP. TANDOOR POINT-2 (BEHIND HALL-2): 9 SQM
TEMP. TANDOOR POINT-3 (BEHIND HALL-3): 9 SQM
TEMP. TANDOOR POINT-4 (BEHIND HALL-4): 9 SQM
TEMP. TANDOOR POINT-5 (BEHIND HALL-5): 12 SQM


